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20 Year Warranty
 2 Coats Application - Dusting Warranty Requirements

Step 1: First Coat Application
First coat of Protec III: Original will need to be applied within 1 hour of placing and finishing to 
properly cure the concrete surface.  

No Acid based, Colloidal or Sodium based finishing aids are allowed, DO NOT use water to 
bless concrete during finishing operations, if a Finishing aid is required, use Protec III: Original 
which must be purchased from Cornerstone Coatings.

Step 2: Second Coat Application
Second Coat of Protec III: Original needs to be applied after the saw cuts or before building is 
turned over to Owner, floor must be thoroughly cleaned including the saw cut residue before 
second coat application. Clean floor with a pH neutral cleaner or potable water. 

This is not the responsibility of Cornerstone Coatings, Site representative has to approve of 
proper cleaning of the floor before second coat is applied.

Step 3: Maintenance
The Maintenance program need to be followed, the building owner needs to purchase Protec 
III: Original from Cornerstone Coatings, maintenance program must be followed in order to 
keep warranty, failure to do such will void warranty.

20 Year Warranty Guarantee

Cornerstone Coatings warrants to the owner that after the specified sealing and hardening 
period the treated surface will remain dust proof for a period of 20 years commencing on the 
date which the concrete surface is treated with Protec III: Original. In the event any area of the 
treated surface fails to remain dust proof Cornerstone Coatings will, at its own expense, supply 
sufficient Protec III: Original and labour to retreat any such defective area. 
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MAINTENANCE SHEET

PROTEC III: ORIGINAL
GENERAL MAINTENANCE

Use a neutral to high pH detergent with no sulfates and hydroxides (caustic soda) to clean the 
floor. Acidic cleaners or sweeping compounds will dull the appearance of the surface. Scrub the 
floor often. The abrasion polishes the floor and enhances the shine. Ample water used with 
routine detergent and scrubbing will accelerate the process of getting a shine. We do not 
recommend harsh scrubbing pads such as diamond embedded, all that is needed to shine the 
concrete surface , are normal floor cleaning pads . This will protect the concrete surface long 
term from unnecessary abrasion and grinding of the surface. Use caution to protect the floor as 
stains may still occur during the first 6 to 12 months. Clean spills quickly. Highly concentrated 
acid may etch the surface if left in contact with the floor. Foods such as mustard and grape juice 
may leave a residual stain if not removed immediately. Using a good maintenance program, 
after a year the floor should have an attractive satin shine. The surface should be hardened, 
densified and dust proof at this point. Most foods and liquids should not penetrate the surface. 
Areas with tracked in gravel and dirt will need to be kept clean, as forklift/equipment traffic in 
conjunction with gravel and dirt will produce heavy abrasion to the floor and may unnecessarily 
damage the floor. Floors with broomed or rough textured finishes will not produce a shine. Use 
a good oil emulsifier to clean up oil, grease, or fats. 

FOR PROTEC III: ORIGINAL - Painting the floor or stripping of the floor can be done at any time. 
Consult the paint manufacturer for the recommended preparation of the floor. Using waxes or 
other coatings on the floor is not necessary or recommended. 

BROOM FINISH MAINTENANCE For Exterior Broom Finish Concrete exposed to freeze thaw 
cycles, we recommend applying one coat at approximately 400 ft2 /gallon (9.8 m2 /litre) every 
two years as part of your regular maintenance program. For Interior Warehouse Floors, we 
recommend applying one coat of Protec III: Original every two years to give longterm protection. 
Apply at a rate of 400-600 ft2 /gallon (9.8-14.7 m2 /litre) as part of your regular maintenance 
program. 

POLISHED CONCRETE MAINTENANCE - In order to keep longterm protection and a 
continuous beautiful shine, we recommend adding 1 part Protec III: Original to 5 parts of water, 
add mixture to scrubbing machine as part of your monthly maintenance program. do not add 
any additional cleaning ingredients to the Protec III: Original/water mixture.  Application 
instructions for your type of concrete surface can be found in the maintenance section of this 
information sheet.  Square footage rates are approximate, and based on absorption ability of 
the concrete surface therefore they may vary. 

Additional coats can be applied across the concrete surface or for high traffic areas exposed to 
salts at a rate of 400-600 ft2/gallon (9.8-14.7 m2/litre) to keep the surface and areas strong and 
resilient with enhanced shine.
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20 Year Warranty

Product Warranty
Cornerstone Coatings warrants to the owner that after the specified sealing and hardening period 
the treated surface will remain dust proof for a period of 20 years commencing on the date which 
the concrete surface is treated with Protec III: Original. 

In the event any area of the treated surface fails to remain dust proof, Cornerstone Coatings will, 
at its own expense, supply sufficient Protec III: Original and labor to retreat any such defective 
area. 

Conditions 
This product warranty is effective when Protec III: Original is correctly applied to properly 
prepared and structurally sound interior concrete surfaces only, and the concrete is void of 
structural faults occurring due to faulty workmanship, improper design or cracking and failure of 
materials other than Protec III: Original. Upon notification by the owner of any failure of the surface 
to perform as warranted herein, the owner must grant Cornerstone Coatings access to the 
surface during normal business hours. 

This warranty agreement is void if the performance of the surface is impaired by any alterations 
made to the surface without warrantors written approval, if the maintenance program issued by 
the manufacture is not adhered to, or by any abnormal use or abuse of the surface. 

Megan LeComte Signature: _______________________ 
President and CEO Cornerstone Coatings Global Inc. (not valid unless signed) 

Owner:_______________________ 

Name of Building: ____________________________

Location of Building: ___________________________ 

Square feet: ________________ 

Warranty Certificate Number: _______________________

Date Issued:_________________ 


